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Mi-1  (24"'x24" MI-2  (24"'x24" Mi-3  (24'x24"
MI-1A (36'x36" MI-2A (36"'x36") MI-3A (36"x36")
C+
INDEPENDENT USE GUIDE SIGN USE MI-6  (24"x24") INDEPENDENT USE
MI-BA (36'x36")
Mi-4  (24'x24") MI-5  (24"'x24" ! X MI-T  (24'x24")
MI-4A (36"x36") MI-5A (36"x36") MI-TA (36'x36")
(See MI-8 & MI-8A For Detail
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+ NOTES:
' 1. ALL ROUTE MARKERS SHALL BE IN ACCORDANCE WITH THE
N MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES AS ADOPTED
BY THE STATE, OR AS SHOWN.
J 2. ROUTE MARKING NUMERALS ARE SHOWN ON STANDARD
| DRAWING I-11-B.
3. ROUTE MARKERS FOR GUIDE SIGN USE SHALL BE RIVITED
GUIDE SIGN USE MI-9  (24"x24") TO THE SIGN FACE.ALL OTHER ROUTE MARKERS SHALL BE PUNCHED
MI-8  (24'x24" WITH 34" DIAMETER HOLES. SEE STANDARD DRAWING I-12-F
M{-8A (36'x36") FOR HOLE LOCATION.
Sign Size| A B C D E F G H J K L
24")(24' 35A6n 95A6n 25%6" 16'%6||2|/4||D 3n 25/8“ |/2- 5/8“ 3/8“ 7/8“
36ux36- 5" 14u 3|/2|| 243/4n 3||E 4?y4u 4u 1“ ll/su 3/4n 1%"
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